
Tubular Screw Conveyors
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TU Tubular Screws consist of:

- External tube with fully weldet inlet and outlet (selection of angles) 

- Helicoid flighting welded onto an internal rotating pipe 

- Two end bearing assembles incorporating bearings fitted with long life seals 

- Where needed intermediate hanger bearings

Drive options:

- Bare shaft

- Direct drive

- Direct drive with flexible coupling

- With chain transmission

Other options:

- Special seals

- Special end bearings

- Special flights

- Special intermediate bearings

- Variable speed drive



 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 



L M N P T UØ
 

SCREW

 A C**B**  V WIG S a b
DIN

5482

 c d

120 150

120 150

190

190

268 413

268 413

790

790139

114 559

559

131.0 140

131.0 140

600

600

600 368

600 368

114

139

28 x 25

28 x 25

25

25

50 81.0

50 81.0

268

268

140 190

150 200

250

280

330 450

376 450

890

890193

168 581

581

172.5 160

172.5 170

650

775

650 420

760 420

168

193

40 x 36

40 x 36

35

35

55 117.5

55 117.5

305

305

160 200

180 200

275

330

400 490

400 520

890

890273

219 581

581

172.5 180

172.5 220

775

820

760 420

780 420

219

273

40 x 36

40 x 36

35

35

55 117.5

55 117.5

305

305

220 200 330 400 645 1180323 868172.5 220 850 780 540323 40 x 3635 55 117.5

e  f g

65

65

250 54.0

250 54.0

85

85

330 72.5

330 72.5

85

85

330 72.5

330 72.5

85 330 72.5400

Z

*

* Full selection of lengths available, by multiples of 10 mm

**Valid for round inlet and outlet spouts. For square or rectangular inlets and outlets check in the TU-catalogue or contact our local sales office.

Direct Drive Flexible Coupling Chain Transmission

Bare Shaft



Solution F With Flange Solution T With Beaded Edge

1   Round Inlet/Outlet 2   Tapered-Round Inlet/Outlet 3   Tapered Inlet/Outlet 4   Beaded Inlet-Outlet

Ø
Screw
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3
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3

3

1
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4

3

1

1

4

3

1
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4
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2
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3

3

2

3

2

3
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5

8

5

3

5

8

5

7

5

8

10

7

8

10

13

7

10

13

17
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Inlet/
Outlet

0°

F T

120

220

295

275

170

245

225

145

210

225

300

175

250

175

230

230

375325

200

175

250

300

340

250

290

205

205

280

370320

260

250

315

300

260

300

310

5°

F T

120

220

295

275

170

245

225

145

210

225

300

175

250

175

230

230

375325

200

175

250

300

340

250

290

205

205

280

370320

260

250

315

300

260

300

310

10°

F T

120

220

295

275

170

245

225

145

210

225

300

175

250

175

230

230

375325

200

175

250

300

340

250

290

205

205

280

370320

260

250

315

300

260

300

310

15°

F T

120

220

295

275

170

245

225

145

210

225

300

175

250

175

230

230

375325

200

175

250

300

340

250

290

205

205

280

370320

260

300

315

300

260

300

310

20°

F T

120

220

295

275

170

245

225

145

210

225

300

175

250

175

230

230

375175

200

175

250

300

340

250

290

205

255

280

370320

260

300

315

300

360

300

360

25°

F T

170

220

295

275

170

245

225

145

245

225

300

175

250

175

290

290

375325

200

225

295

300

340

250

290

205

255

335

370320

310

300

385

300

360

360

360

30°

F T

170

220

295

275

170

245

225

145

245

225

300

175

250

175

290

290

375325

200

225

295

300

340

250

290

255

395

335

370320

310

300

385

-

360

360
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35°

F T

170

220

295

275

245

225
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245

225

300250

225

290

290

375325

200

225

295

300

340290

255

395

335

370320

455

400

385

-

360

360

360

40°

F T

170

220

295

275

245

225

195

295

225

300

225

350

350

375325

250

275

360

300

340

300

305

395

405

370

455

400

480

-

460

460

460

45°

F T

220

220

295

275

245

245•

245

195

225

300300•

250

350

350

375

275

300

360

340340•

305

395

405

370370•

455

400400•

480

-

460

460

460

Height “D” according to solution chosen .    

Inlet/OutletInlet/Outlet Inlet/Outlet

Beaded edges and flanges to be ordered as accessories • For fange selection see catalogue Standard diameter unless specified otherwise

Screw Screw Screw1-2 4 3
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WAM S.p.A.  
Via Cavour, 338
I - 41030 Ponte Motta
Cavezzo (MO) - ITALY

Tel:  +39 / 0535 / 61 81 11
Fax: +39 / 0535 / 61 82 26

info@wamgroup.com
www.wamgroup.com
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Call Sales:  07825 001567

Carlton Drive, Pen-Y-Fan Industrial Estate, Crumlin, Newport  NP11 4EA

Tel: 01495 247626     Fax: 01495 247125
Email: enquiries@mechtek.co.uk     Web: www.mechtek.co.uk




